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RL 103.05 AHD

Proposed F.F.L. 102.8 AHD

 Proposed disable accessible car park
& viewing area (150mm thk conc slab)

Edge of existing roadway

Disable accessible toilet facility / changeroom

Landing flush with existing
conc pavement

Disable compliant travel path
(existing conc pavement)

Steps down to playing court.

Electrical junction box
relocated

TO WESTER
N HWY 2

km

Site of proposed works
cnr Park & Lloyd St

Approx location of works
N/W side of oval

N.G.L. Varies 102.3 - 103.42

7.5°
15°

9
0
0

All windows commercial grade
aluminum c/w hwd reveals
obscure grey tint glaze

F.F.L. 102.80

Lower roof extends past building line
on gable ends

N.G.L. Varies 102.3 - 103.42

1
7
3
0

2
4
4
0

Finished ceiling height varies

F.F.L 102.80

Eave 105.24

Apex 106.97

2
4
7
0

6
1
0

Eave 105.27

105.88

F.F.L. 102.80

Accessible ramp beyond

Player access direct to netball courtBaseboard to conceal stumps

C'bond barge flashings

9
0
0

Rail & kickplate
to entire perimeter Steel column

Pitch 7.5°
Pitch 15°

Dimboola   Netball   Club

Signage by others

Disable accessible ramp2100 1500Player access direct to netball court

Commercial grade full
height glazed alum entry

door & side light

Solid core entry door

JH eave lining

0.42bmt Customorb roof cladding
c'bond finish

F.F.L. 102.80

9
0

0
. <1000mm

Top of handrail

F.F.L.

0.42 bmt Customorb wall cladding
c'bond finish

Handrail system to ramp, landing
& stairway to comply with

AS1428.1-2009

Baseboard dimension & spacing subject
to WCMA approval

0.42bmt Customorb roof cladding
c'bond finish

150mm half round eave gutter,
support brackets @ 1.2m max crs

c'bond finish

F.F.L. 102.80

Vertical strap bracing
concealed behind cladding
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THE POSITIONS OF UNDERGROUND SERVICES HAVE BEEN LOCATED WHERE POSSIBLE BY

FIELD SURVEY. SOME SERVICE POSITIONS HAVE BEEN PLOTTED FROM THE RECORDS OF THE

RELEVANT AUTHORITIES WHERE AVAILABLE.

PRIOR TO EXCAVATION OR CONSTRUCTION ON THE SITE THE RELEVANT AUTHORITY SHOULD

BE CONTACTED FOR POSSIBLE LOCATION OF FURTHER UNDERGROUND SERVICES AND

DETAILED LOCATIONS OF ALL SERVICES.
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AMEND FLOOR PLANH 26-5-17

GENERAL NOTES (NCC 2016, BCA Vol 1)

ALL MATERIALS AND WORK PRACTICES SHALL COMPLY WITH, BUT NOT LIMITED TO THE BUILDING REGULATIONS 2006, THE NATIONAL

CONSTRUCTION CODE SERIES 20016 BUILDING CODE OF AUSTRALIA VOLUME 1 AND ALL RELEVANT CURRENT AUSTRALIAN STANDARDS

(AS AMENDED) REFERRED TO THEREIN.

ALL MATERIALS AND CONSTRUCTION PRACTICE SHALL MEET THE PERFORMANCE REQUIREMENTS OF THE BUILDING CODE OF AUSTRALIA.

WHERE AN ALTERNATIVE SOLUTION IS PROPOSED THEN PRIOR TO IMPLEMENTATION OR INSTALLATION IT FIRST MUST BE ASSESSED AND

APPROVED BY THE RELEVANT BUILDING SURVEYOR AS MEETING THE PERFORMANCE REQUIREMENTS OF THE BUILDING CODE OF

AUSTRALIA.

WINDOW SIZES NOMINATED ARE NOMINAL ONLY. ACTUAL SIZE MAY VARY ACCORDING TO MANUFACTURER. WINDOWS TO BE FLASHED

ALL AROUND.

WHERE INSTALLED, PROVIDE AN IMPERVIOUS SUBSTRATE AND SELECT SURFACE FINISH TO FLOORS WITHIN 1500MM OF AN UNENCLOSED

SHOWER AND SAME TO WALLS AT 1800MM ABOVE FLOORS AND 150MM ABOVE BATH, SINKS, BASINS AND TROUGH SPLASH BACKS AND

THE LIKE.

ALL STORM WATER TO BE TAKEN TO THE LEGAL POINT OF DISCHARGE TO THE RELEVANT AUTHORITIES' APPROVAL.

THESE DRAWINGS SHALL BE READ IN CONJUNCTION WITH ALL ARCHITECTURAL SPECIFICATIONS, RELEVANT STRUCTURAL AND ALL

OTHER CONSULTANTS' DRAWINGS/DETAILS AND SPECIFICATIONS AND WITH ANY OTHER WRITTEN INSTRUCTIONS ISSUED IN THE COURSE

OF THE CONTRACT.

ALL MEASUREMENTS AND LEVELS IN MILLIMETERS U.N.O.

FIGURED DIMENSIONS TAKE PRECEDENCE OVER SCALED DIMENSIONS.

THE BUILDER SHALL TAKE ALL STEPS NECESSARY TO ENSURE THE STABILITY AND GENERAL WATER TIGHTNESS OF ALL NEW AND/OR

EXISTING STRUCTURES AND ALL ESSENTIAL SERVICES TO BE MAINTAINED DURING ALL WORKS.

THE BUILDER AND SUBCONTRACTORS SHALL CHECK AND VERIFY ALL DIMENSIONS, SETBACKS, LEVELS AND SPECIFICATIONS AND ALL

OTHER RELEVANT DOCUMENTATION PRIOR TO THE COMMENCEMENT OF ANY WORKS.  REPORT ALL DISCREPANCIES TO THIS OFFICE FOR

CLARIFICATION.

INSTALLATION OF ALL SERVICES SHALL COMPLY WITH THE RESPECTIVE SUPPLY AUTHORITY REQUIREMENTS.

THE BUILDER AND SUBCONTRACTOR SHALL ENSURE THAT ALL STORM WATER DRAINS, SEWER PIPES AND THE LIKE ARE LOCATED AT A

SUFFICIENT DISTANCE FROM ANY BUILDINGS FOOTING AND/OR SLAB EDGE BEAMS SO AS TO PREVENT GENERAL MOISTURE

PENETRATION, DAMPNESS, WEAKENING AND UNDERMINING OF ANY BUILDING AND ITS FOOTING SYSTEM.

THESE PLANS HAVE BEEN PREPARED FOR THE EXCLUSIVE USE BY THE CLIENT OF GRAMPIANS I-DESIGN ('THE DESIGNER') FOR THE

PURPOSE EXPRESSLY NOTIFIED TO THE DESIGNER.  ANY OTHER PERSON WHO USES OR RELIES ON THESE PLANS WITHOUT THE

DESIGNER'S WRITTEN CONSENT DOES SO AT THEIR OWN RISK AND NO RESPONSIBILITY IS ACCEPTED BY THE DESIGNER FOR SUCH USE

AND/OR RELIANCE.

THE APPROVAL BY THIS OFFICE OF A SUBSTITUTE MATERIAL, WORK PRACTICE, VARIATION OR THE LIKE IS NOT AN AUTHORIZATION FOR

ITS USE OR A CONTRACT VARIATION.  ANY SAID VARIATIONS MUST BE ACCEPTED BY ALL PARTIES TO THE AGREEMENT AND WHERE

APPLICABLE THE RELEVANT BUILDING SURVEYOR PRIOR TO IMPLEMENTING THE SAID VARIATION.

ELECTRICAL SWITCHBOARDS LOCATED IN THE PATH OF TRAVEL TO EXITS TO BE ENCLOSED IN A METAL OR OTHER NON COMBUSTIBLE

CABINET WITH SMOKE PROOF DOORS.  PROVIDE A MIN 2A20B(E) DRY CHEMICAL FIRE EXTINGUISHER COMPLETE WITH EXTINGUISHER

IDENTIFICATION SIGNAGE ALL WITHIN 2-20m FROM THE SWITCHBOARD.

FIRE HAZARD PROPERTIES OF MATERIALS AND ASSEMBLIES TO COMPLY WITH BCA SPECIFICATION C1.10.

PERSONAL LOADING:-

BASED ON SANITARY FACILITIES PROVIDED PER BCA TABLE. F2.3 CLIENTS FORECAST OCCUPANCY RATE

MALE PARTICIPANTS:- 10 FEMALE PARTICIPANTS:- 50

AUTHORITIES LIST:-

MUNICIPALITY-     HINDMARSH SHIRE COUNCIL

SEWERAGE AUTHORITY- GRAMPIANS WATER

DRAINAGE AUTHORITY-   WCMA

RELEVANT BUILDING SURVEYOR- TERRY BAKER

RELEVANT FIRE AUTHORITY- REGION 16 CFA

RELEVANT ELECTRICAL SUPPLY AUTHORITY- POWERCOR

PLANNING PERMIT:-

PLANNING PERMIT NO.- N/A

ISSUE DATE- N/A

BUILDER TO ALLOW FOR ALL WORKS TO COMPLY AND INCLUDE ALL REQUIRED CONDITIONS IN ACCORDANCE WITH THE PLANNING

PERMIT AND SHALL BE RESPONSIBLE THAT ALL PLANNING CONDITIONS ARE MET AT THE COMPLETION OF WORKS.

PROJECT CONSULTANTS LIST:-

CONSULTING STRUCTURAL ENGINEER- BRUCE HILTON

CONSULTING CIVIL ENGINEER- BRUCE HILTON

CONSULTING GEOTECHNICAL ENGINEER- LEIGH DAVIES

CONSULTING ENERGY ASSESSOR- T.B.C
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Item                                Description

DRAWING REGISTER

A.01 Locality plan, Site Plan, Elevations, General Notes.
A.02 Floor plan, building section, Schedules
S.01 Structural plan, section, connection details, schedule.
S.02 Footing setout plan, bearer layout plan.
S.03 Floor Joist layout plan, Roof Drainage Plan, D'able car park
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SOUTH EAST ELEVATION
1:75
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THIS PLAN  HAS BEEN ISSUED FOR TENDER PURPOSE ONLY
AND SHALL NOT TO BE USED FOR BUILDING PERMIT

SUBMISSION OR CONSTRUCTION PURPOSE.
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Min 300mm horizontal
hand rail extension

900
min landing

Zinc finish duragal
exposed posts

Zinc rich primer  & silver topcoat
to all welded connections

Kerb rail

Zinc finish duragal
exposed posts

Cement stabilized crushed rock fill
to form impervious self-draining
surface

Natural material

400mm subfloor clearance not required
for steel framed termite resistant

construction.

7.5°

15°

50 x 50 x 5 EA
supports @ 900crs
screw fixed to wall
studs.

C'bond finish 12 round
fascia gutter (typ)

150 x 50 x 2 RHS fascia
0.42bmt Customorb roof cladding

Exposed purlins

C'bond cap flashing

JH eave lining over
timber battening

70 x 35 MGP10 ceiling battens
@ 900mm spacings

Flash

R3.0 bulk insulation to ceiling space

Non-loadbearing 90 x 45 MGP10
H2 treated timber stud wall frames

incorporated within steelwork

10mm wet area internal wall
lining throughout

C'bond 0.42bmt
customorb external
wall cladding

Heavy duty wall wrap
stapled to timber stud
frame, overbatten wall
wrap with 35 x 6 vertical
masonite strip prior to
fixing external cladding

Install c'bond foot mould
flashing.

9
0

0

Apron flashing

0.35bmt c'bond ceiling lining

100mm vinyl cove
to perimeter walls

Lintel as specified
in door & window schedule

r2.5 bulk insulation
to perimeter walls

Aircell Permifloor
between joists of

enclosed area

NORTH

FLOOR PLAN
1:50
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PRELIMINARY
NOT FOR CONSTRUCTION

DESCRIPTION:REV NO: DATE:

PRELIMINARYA

SPACE FLOOR AREA

NATURAL LIGHT & VENTILATION CALCULATION

Away Team Changeroom 21.73m²

FLOOR AREA %
7.5% 3.3m²

FLOOR AREA %
15.2%

NOTES RESULT
Compliant

TOTAL AREA OF
EXTERNAL GLAZING

TOTAL AREA OF EXTERNAL
 OPENINGS

Home Team Change room 21.73m² 5.5% Compliant
Compliant5.28m² 41% 0.6m²

Natural Light & ventilation complies with NCC Part F4

1.2m² 2.4m² 11.0% Natural Light & ventilation complies with NCC Part F4

NOTES:

No. SIZE (H X W) FINISH COMMENTS

WINDOW, GLAZED SCREEN & MIRROR SCHEDULE

THERMAL RATING

NOTES:

HEAD HEIGHT (ABOVE F.F.L.)

U-Value 6.4, SHGC 0.75
W0.1, W.02,
W.05, W06 500 x 850 2300mm

No. SIZE (H X W) FINISH COMMENTS

DOOR SCHEDULE

DOOR FURNITURE

Aluminum frame, powder coat finish

FramelessHome Change room 650 X 1800* 1700mmN/A

MIRRORS

Tiled splashback under, located over vanity.

W0.3, W.04

W.07, W.08, W.10

Window sizes nominated are nominal only actual size may vary according to manufacturer. Windows to be flashed all around, all external windows to contain rubber or fibrous compressible seals to prevent air leakage.
Glazing to be selected & installed in accordance with AS1288-2006 & glazing calculator, glazier to provide certification confirming suitability  of selection, application & installation, Glazier to provide certification for all installed windows confirming thermal
performance.
All masonry lintels to be hot dip galvanised finish.

* = approximate size only, builder to site measure after steel erection & framing is complete

Commercial grade, satin chrome finish door furniture shall be used throughout.
Perimeter doors to be flashed all around, all external doors to contain rubber or fibrous compressible seals to prevent air leakage. Glazing to be selected & installed in accordance with AS1288-2006 & glazing calculator, glazier to provide certification
confirming suitability  of selection, application & installation, Glazier to provide certification for all installed doors confirming thermal performance
Ensure door thresholds & circulation spaces comply with current revision of AS1428.1, install tactile / braille Signage to all required exit doors.
Ensure min 30% color contrast exists between exposed door face & surrounding architraves
*= approximate size only, builder to site measure after framing is complete.

2040 X 920D.01

D.03 2040 X 1020 Aluminum framed full height glazed
incorporating W.09 side light

D.04, D.05 2 / 2040 X 1020 Enamel painted semi solid core
cavity slider doors

CSD latch incorporating hand hole
openable from outside with tool.

Utilize commercial grade cavity slider hardware.

Enamel painted timber, solid core Flat panel door, S/S kick plate fitted, provide means of latching door in open position. Unisex W.C LH Transfer braille  signage erected.S/S push - pull plates.
Privacy latch fitted

AWS series 50 door c/w automatic door closer, grey tint glazed.

1.65m²

AWS 452 Sliding window, 1 panel fixed,1 side panel sliding, obscure glazed, alum flywire fitted

W.11, W.12

W.09

Aluminum frame, powder coat finish

2040mmAluminum frame, powder coat finish

AWS 452 Sliding window, 1 center panel fixed, 2 side panel sliding, obscure glazed, alum flywire fitted

AWS 400 centre glaze, 1 panel fixed, grey tint glazed side light to D.032040 x 400

Frameless

Away Change room

950 X 750 1850mmN/A Tiled splashback under, located over vanity.

Airlock 2.17m² 11.3% Natural Light & ventilation complies with NCC Part F4

2040 X 920D.02

TIMBER LINTEL

90 x 35 MGP 10

U-Value 6.4, SHGC 0.75

U-Value 6.4, SHGC 0.75

The proposed class 9b change room building is not intended to be air conditioned or reasonably considered to constitute a
conditioned space therefore the below energy efficiency recommendations are suggested only may may be altered at the
project managers discretion for cost saving purpose. Artificial lighting must comply with the requirement of NCC Part J6 as
detailed on drg sheet A.03

Change rooms & associated amenities - Climate Zone 4

Element Notes

Roof Sarking Aircell Glareshield
Ceiling Insulation R3.5 Bulk insulation throughout
Roof Lights N/A
Wall Wrap Vapor Permeable 'ProctorWrap' stapled to outside of timber wall frames.
Wall Insulation R2.5 Bulk insulation installed to perimeter wall frames.
Floor Insulation N/A
Windows & Doors Refer window & door schedule for thermal performance rating, install fibre compressible seals, flash &  

seal around all window & door reveals.
Exhaust Fans Self Closing Damper Fitted to all exhaust & Evap coolers (where specified)
A/C Systems No system required or intended to be installed.
Artificial Lighting Refer drg sheet 'A.03' for compliant lighting design, design may be altered provided the noted maximum

input illumination power is not exceeded, refer energy report for switching & control requirements.
Boiling Water Units N/A

Energy Efficiency Summary

A

Compliant6.24m² 6.8% .85m²Disable accessible W.C 0.425m² 13.6% Natural Light & ventilation complies with NCC Part F4

Compliant6.27m² 31% 1.7m²Player Entry 2.0m² 27.1% Natural Light & ventilation complies with NCC Part F4

2300mm500 x 2400

SECTION
N.T.S.

A

2500mm AWS 452 Sliding window, 1 panel fixed,1 side panel sliding, obscure glazed, alum flywire fittedAluminum frame, powder coat finish U-Value 6.4, SHGC 0.75500 x 1200

Disable W.C

Frameless650 X 1800* 1700mmN/A Tiled splashback under, located over vanity.

140 x 35 MGP 10

90 x 45 MGP 10

120 x 45 MGP 10

Push - pull plates.
Deadlock fitted

Cubicle doors 1700 X 600 Laminex Multipurpose Laminate Privacy latch Doors part of proprietary Laminex Multipurpose Partitioning system suitable for wet area application, all doors demountable from
outside of cubicle.

Enamel painted timber, solid core S/S push - pull plates.
Privacy latch fitted

Flat panel door, S/S kick plate fitted. Unisex W.C LH Transfer braille  signage erected, door to be de-mountable from outside

Storage cupboard doors 2400 X 800* Laminex fully sealed suitable for
wet area application

D type pull handles Cabinet maker to design & construct.

90 X 45 MGP10 Lintel over

90 X 45 MGP10 Lintel over

120 X 45 MGP10 Lintel over

2 / 190 X 45 MGP10 Lintel / support beam over, 3 / 90 x 45 MGP10 jamb studs each end bearing on bearer or joist

Waterproofing of all wet areas to comply with NCC 2016 Part F1.7
& AS 3740

· 10mm wet area plasterboard wall lining used throughout amenities
walls

· Wall to floor junctions to be waterproof & sealed.
· All service penetrations to be waterproofed & sealed.
· Commercial Grade non-slip vinyl flooring throughout amenities & coved

min 100mm up perimeter walls
· Shower splash backs to be fully sealed & extend min 1800mm above

F.F.L
· Basin & sink splashbacks shall extend min 150mm above the vessel &

for the full extent of the vessel, basin or sink.

28-6-17

TENDER ISSUEB 24-8-17

THIS PLAN  HAS BEEN ISSUED FOR TENDER PURPOSE ONLY
AND SHALL NOT TO BE USED FOR BUILDING PERMIT

SUBMISSION OR CONSTRUCTION PURPOSE.

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE

AutoCAD SHX Text
ESTCODE



A Aa B Bb C

2000 1968 2450 2450

6
0
0

F.F.L 102.8 AHD

533
980

980
980

900

900

1166

1167

1167

1167

900

BP01

1
1
0
0

BP01 BP01

BP02BP02

150 X 50 X 2
RHS fascia

150 X 50 X 2 RHS
fascia

150 X 50 X 2 RHS
fascia

C15015 purlins max 4.65m S-S,
0-Row bridgingC15015 purlins max 4.65m S-S,

0-Row bridging

450450Typ Typ

Duragal stump system

75 x 50 x 2 RHS duragal joist system
2340mm cont span @ 450mm max crs.
(FJ1 - FJ7)

150 x 50 x 2.5 RHS Duragal bearer system
2450mm D-S @ 2340mm max crs (B1 - B5)

25mm Structflor glued & screwed to joists

19mm Jarrah decking
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0.42 bmt Customorb roof lining

0.35 bmt c'bond cladding
to underside of purlins
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2
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RHS Transom
(WT1)

90 x 35 MGP10 timber stud wall
incorporated between columns

(H2 Treated)

90 x 35 MGP10 timber
stud wall incorporated
between columns
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Cement stabilized mechanically compacted
pad graded to prevent water ponding.

va
rie

s
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s Natural surface
grade

3
7
1
4

RHS Transom
(WT1)

Preliminary member sizing & connection
detailing provided for tender purpose

35
35

240 X 100 X 12 Cap plate
6CFW to column

240 X 100 X 12 Connection plate
6CFW to rafter, bolts captive.

1M16-8.8/S connection bolt each side

Simple span roof purlin, 78 x 8 plate cleat
6 CFW to rafter, 2M12-4.6 ZP purlin bolts

FP1

R1

C
1

3
5

3
5

C
2

R1

7
0

240 X 100 X 12 end plate
6CFW to column

240 X 100 X 12 Connection
plate 6CFW to rafter, nuts

captive.

1M16-8.8/S connection bolt
top & bottom

100 x 75 x 12 PL
cleat, 6CFW to
column, 2M12-8.8
bolts to wall tie

WT1

7
0

C
3

R2

Cap plate connection as per detail 'A'

Wall tie connection as per detail 'B'

FP1 (150 x 50 x 2 RHS)

Connection plate & captive bolts
as per detail 'A'
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Upper roof section
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B1

Duragal flooring system
stirrup plate fully welded

to column (4CFW)

Tek screw fastening in
accordance with Duragal Flooring

system specification.

FJ
5FJ
2

25mm 'Structaflor'

No, 20mm non-shrink grout

BP01

150

4M16-4.6 H-D
bolt assembly x
1000mm long
Caged

220 x 220 x16
baseplate, 6CFW
to column

B2

FJ
2

FJ
2

Proprietary Duragal
stump & baseplate system

Duragal joist & bearer system,
fixing in accordance with manufacturers

specification.

Decking

Impervious
compacted
material

BP01

A
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MARK MEMBER DETAILS

MEMBER SCHEDULE - PRELIMINARY MEMBER SIZING SUBJECT TO ENGINEERS CONFIRMATION

NOTES:

C1, C2, C3 Verandah & portal frame column100 X 100 X 3 SHS Gr350

R1, R2 Verandah & portal frame rafter150 X 100 X 3 RHS Gr350

P1, P2, P3 Simple span roof purlins 0-row bridgingC15015

FP1, FP2 Fascia purlin & gable end purlin trimmer.150 X 50 X 2 RHS

WT1 Wall tie, 12mm plate cleat, 2M12-8.8 connection bolts each end, set vertical to pick up top plate of timber stud wall125 x 75 x 5 RHS

RB1 Galvanised strap bracing c/w proprietary tensioners, 4 No. 12g series 500 structural teks each end to rafter. (9kN single shear strength)50 x 2 G550 strap bracing

WB1 Galvanised strap bracing c/w proprietary tensioners, 4 No. 12g series 500 structural teks each end to column. (9kN single shear strength)50 x 2 G550 strap bracing

FJ1, FJ2, FJ7 Duragal joist system min 2 span cont, fixed in accordance with 'Duragal Flooring System' specification.75 X 50 X 2 RHS Gr450

FJ3, FJ4, FJ5, FJ6 Duragal joist system simple span, fixed in accordance with 'Duragal Flooring System' specification.75 X 50 X 2 RHS Gr450

B1, B2, B3 Duragal bearer system min 2-span cont, fixed in accordance with 'Duragal Flooring System' specification.150 X 50 X 2.5 RHS Gr450

B4, B5 Duragal bearer system simple span, fixed in accordance with 'Duragal Flooring System' specification.150 X 50 X 2 RHS Gr450

BP01 Bored pier supporting portal frame & floor loading, deepen as necessary to achieve founding in stiff natural material, 25 mPa conc450Ø X min 1100mm deep

BP02 Bored pier supporting floor load only, deepen as necessary to achieve founding in stiff natural material, 25 mPa conc450Ø X min 600mm deep
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MARK MEMBER DETAILS

FOOTING SCHEDULE - PRELIMINARY MEMBER SIZING SUBJECT TO ENGINEERS CONFIRMATION

BP01 Bored pier supporting portal frame & floor loading, deepen as necessary to achieve founding in stiff natural material, 20 mPa conc450Ø X min 1100mm deep

BP02 Bored pier supporting floor load only, deepen as necessary to achieve founding in stiff natural material, 20 mPa conc450Ø X min 600mm deep

MARK MEMBER DETAILS

SUB FLOOR FRAMING SCHEDULE - PRELIMINARY MEMBER SIZING SUBJECT TO ENGINEERS CONFIRMATION

FJ1, FJ2, FJ7 Duragal joist system min 2 span cont, fixed in accordance with 'Duragal Flooring System' specification.75 X 50 X 2 RHS Gr450

FJ3, FJ4, FJ5, FJ6 Duragal joist system simple span, fixed in accordance with 'Duragal Flooring System' specification.75 X 50 X 2 RHS Gr450

B1, B2, B3 Duragal bearer system min 2-span cont, fixed in accordance with 'Duragal Flooring System' specification.150 X 50 X 2.5 RHS Gr450

B4, B5 Duragal bearer system simple span, fixed in accordance with 'Duragal Flooring System' specification.150 X 50 X 2 RHS Gr450

TENDER ISSUEB 24-8-17

THIS PLAN  HAS BEEN ISSUED FOR TENDER PURPOSE ONLY
AND SHALL NOT TO BE USED FOR BUILDING PERMIT
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FJ1, FJ2, FJ7 Duragal joist system min 2 span cont, fixed in accordance with 'Duragal Flooring System' specification.75 X 50 X 2 RHS Gr450
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B4, B5 Duragal bearer system simple span, fixed in accordance with 'Duragal Flooring System' specification.150 X 50 X 2 RHS Gr450
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